
The Stinger Model 5-K Rolls have a motorized variable speed rotation with Forward-Stop-Reverse motion.
The rotation speed is variable from 0.05 to 3.75 RPM. Powered by a 1/4 HP, DC Motor.
The 5-K Rolls operate on 120 volt, single phase, 60 cycle input power. A plug-in hand pendant includes 
a "Forward-Stop-Reverse" switch along with a speed adjustment potentiometer on 25' of cable.
 

Pipe Capacity - - - - - - - 3" - 24" Diameter
Load Capacity - - - - - - - 5,000 lbs. (Pwr & Idler)
Rotational Motor Size - - - - - - - 1/4 H.P. DC Motor
Turning Capacity - - - - - - - 7500 lbs. (Concentric Load)
Rotation Speed - - - - - - - Variable from .05 to 3.75 RPM
Input Power - - - - - - - 120V, 60Hz
Shipping Weight - - - - - - - 375 lbs. per Set

Includes
 
Hand Pendant Control w/Cable
 
Optional Equipment
 
Variable Speed Foot Control
On / Off Foot Control

 Other Equipment:
 Positioners, Turning Rolls, Oscillators, Cross Slides, Welding Chucks, Headstock-Tailstocks,
 Manipulators, Pipe Cutting Machines & Jimmy Jammer Welding Systems.
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